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-0.1dB s

- Range: 30 ~ 130dB

- A & C Frequency Weighting

- Impulse/Fast/Slow time weightings.

- 2000000 records Data logging 7|s(microSD CARD 4GB)
- USB interface

- Leq, SEL, SPL MAX, SPL MIN, PH(Peak Hold)

LO5, L10, L50, L90, L95

- Real time clock with calendar

- Sound level alarm output connector

PROCUCT DETAIL

KIS At U=
14 IEC61672—1 : 2003 Class 2, ANSI S1.4 : 1983 Type 2,
HA 4 digits LCD CIAE 0|
RMS : Total range 30 ~130dB
5 ranges H Al : 30~90dB, 40~100dB, 50~110dB, 60~120dB, 70~130dB
=Y
Peak Hold
Percentile sound level
2olls 0.1dB
= 31.5Hz ~ 8KHz
e +1.5dB
s SPL, Leq, SEL, MaxL, MinL

(|
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Fast(125mS), Slow(1sec), Impulse(35mS)
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1/2 inch Electret condenser microphone

- AC output(using selected frequency weighting)

Output voltage: 2Vrms(at full-scale of range)




Output impedance: 5KQ

Load impedance: Z1MQ

— DC output

Outputs Output voltage: 10mV/dB

Output impedance: 5KQ

Load impedance: Z1MQ

— Alarm output: 5Vdc, typical
MNE 2E/8E -10°C ~ 50°C, 30 ~ 90% RH
Ba/5% -10°C ~ 60°C, 70% RH 0| ot
M/ =Y 2Itetel 1.5V(AA) x4EA | ©F 24 A2t
AJ|/2 A 265(L) x72(W)x36(H)mm / < 380¢g

A=A KA, Battery(1.5V AAX4EA), Canying case, Windsareen, &
USB connecting cable.
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ATFECH0IH, 350 Pug, CD Softwere,

AC 6V Adaptor, Microphone &2 HI01=(5m/10m), Calibrator(TES—1356),

Z2IE (Prova—300XP), ZEIEHZEHI0IS
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